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Notify Body company

Applus [GAT Technological Centre SA

Notify Bodv Identification number
0370 — CPR - 1444

Product type for the intended us of:

Structural plywood in external conditions ( EN 636-3 (S) )
Structural plywood in internal humid conditions ( EN 636-2 () )
Structural plywood in internal drv conditions ( ENG636-1 (S) )

Declared Performance

Eucalyptus plywood

b__For structural floor and roof decking en joists only

Essential characteristics Unit Performance Harmonised technical specification
Thickness range 3.6 5.5 8 10 12 15 18 22 25
Bending strength Fm 0 N/wm2 NPD | NPD | NPD | 4580 | 44.60 | 46.80 | 43.60 | 46.9 | 45.5 |EN310:1993

N/mm2 NPD NPD NPD 58.20 | 54.70 57.30 | 51.70 | 56.5 | 52.1
Bending stiffuness Em 0 N/mm2 NPD NPD NPD 4512 4972 4315 4214 4097 4580 |EN310:1993

N/mm2 NPD NPD NPD 6754 6588 6530 6027 6186 6024
Bonding quality Class 1,23 §1,2,3] 1.23 ] 1,23 | 1,28 1,23 11,2,3§11,2,3] 1,23 |EN314-1 :1993, ‘EN314-2:1993
Durability (swelling in thickness NPD =
Durability (moisture resistance) NPD i
Moisture content % 8.9 8.3 8.5 9.1 8.8 9.5 8.7 9.3 | 9.6 |EN322:1993
Release of formaldehyde El El El 3 El El EL | Bl E] |EN13986 annex B g
Reaction to fire Class NPD NPD NPD_[D-s2,d0f D-s2,d0| D-s2.d0 | D-s2, d0|D-s2,d0) D-s2,d0|EN13986 : 2004 + A1:2015 0
Water vapour permeability Wet cup NPD NPD NPD 80u S0u 80u S0u 70u TOu |EN13986 : 2004 + A1:2015 §
Water vapour permeability Dry cup NPD NPD NPD -| 220u 220u 200u 220u0 | 200u | 220u [EN13986 : 2004 + A1:2015 o
Airborne sound insulation 4 NPD EN13986 : 2004 + A1:2015 §
Sound absorbtion NPD EN13986 : 2004 + A1:2015 + |
Thermal conductivity i/ (n. k) 0:18 o.14] 0.17 [ 0.18 [ 0.34 [ 019 [ 014 [ 0.16 | 0.17 |en139ss : 2004 + a1:2015 =
Strength and stiffness for §
structural use NPD n
Impact resistance for
Structural use NPD
Stirength and stiffness
under point load for
structural use B NPD
Mechanically durability NPD
Biological durability NPD
Content of
pentachlorophenol NPD
a  For end uses in humid conditions only
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